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Custom Tracings

Custom tracingslw doctors to create personalized analyses eftber scratch or by modifying an already exist
analysisUsing the custom analysis editor, you arrange and group these items, define custom natefise propertie
such as whether they should appear on the measut®tables and tracings, and what colors to usthén

The custom analyses you define are stored in te@s: f{CstAnalysis.bin anCstLateralMs.bin. The CstLateralMs.bin {
is only present if you have created custom groupguaies or custom norms. You can copy these ties fo anothe
computer to share your custom analyses. Bear id,rhiowever, that copying these two filesanother computer
overwrites any custom analyses that were alreafigetkon the target compute
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Also, upgrading Dolphin Imaging does not overwtitese two files. Therefore, yo
custom analyses are retained when you upgradettvease
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Custom Analysis Editor can be accessed either flrmCephalometric Measureme or theDigitize Setupwindow.
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Uszed Meazurements:

Group/Meas Name

Analysis Dialog Box

Groups and Measurements - These items are typically listed on measurer
tables. Measurements can be the distabetween particular landmarks, angl
ratios, and so on. The groups categorize relatedsuement:

Used Tracing Lines:

Tracing Lines- These lines identify the structures that Dolphiading can
Lo automatically draw when you digitize a patient'dicgraph using a particule
analysis
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Use Landmarks - These landmarks are included in the analysis betrext uset
to create measurements and tracing li

Uszed Misc Landmarks:
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Modify an existing analysis

The aasiest and most common usage is to start wii
existing analysis and modify it to ilutle additiona
measurements and landmarks as desired.

File | Open

Re-order the measurements as desired and add
headers (Hgd) if needed.
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Finding an analysis ltem

Single Analysis- Select this radio button and select from the asdedidroj-down list
box to list the available analysis items used mgpecified analys

Search All - Select this radio button to find an analysis itemsddon one or more of the
following search cteria.

Measurement Type - Check this box and select from the associated-down
list boxto find measurements of a particular type. You\daw measurements that ¢
distances, angles, percentages (ratios), or meements of any other ty,

Uses Landmarks- Check this box and click Landmarks to find an asialjtem
that uses one or more landma.

Name Contains - Enter a partial name in this text box to find arabysis iterr
based on its narr
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Custom Analysis Editor

Setting Properties for a Measurement
To set properties for a measurement:
Double-click a measurement in the Used
Measurements list box.

Or, right-click a measurement in either the
Available Measurements or the Used
Measurements list boXhen, select Propertit
from the pop-up menu.

Or, select a measurement in either the
Available Measurements or the Used
Measurements list box. The Measurement
Properties dialog box is displayed.

If you are viewing properties for a measurementftbe Usd Measurements list box, set any properties f&

measurement, and click Okor measurements from the Available Measuremesitbdix, you can only view the propert

Dialog Box Options

Measurement Name

Lists the names currently defined for this nurement. To customize this measurement's n
you can select from this dr-down list or type in a new name.

Display on
Measurement Table

Check this box to display this measurement on tesaorement table for this analy:

Display on Tracing At

Chedkis box to display this measurement on the traéimghis analysis

Drop-down list box: Select from a list of the tracingdtions currentl-defined for this
measurement.

Custom Loc... Click this button to define a custooation

Value Calculation
Script

Describes the calculation used to arrive at thisssweement

Note: Although you cannot change this script, yan select it, copy it to the clipboard, and pe
it elsewhere (such as in an email messi

Location Calculation
Script

Describes th calculation used to arrive at a landmark locati

Note: Although you cannot change this script, yan select it, copy it to the clipboard, and pe
it elsewhere (such as in an email messi

Use Norms

Use these controls to specify the gender «cial norms to use for this analys
Drop-down list box: Select from a list of the norm setgently defined for this measureme

Custom Norms Click this button to define a set of custom norms.

List of Norms

Lists the norms for the curren selected norm set. You can select the text irbthis copy it tc
the clipboard, and paste it elsewhere (such asiemail message

Analyses...

Click this button to view a list of the analyseatthse this measureme
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Custom measurement location

Specify where you want this measurement to appe
relation to the landmark using the Horizontal Ahgent,
Vertical Alignment, and Offset group bo:

Enter a description of this location in this teribThis
description is used to identifye¢Hocation in the Display ¢
Tracing at drop-down list box on tiveasuremer
Properties dialog box.

Define a set of custom norms

Selet a norm set that you want to edit or use as thestmd a new norm set from the Use Norms -down list box on
the Measurement Properties dialog box.

Enter a descriptive name for this norm
Enter a set of norms that vary depending on theptdiae.

Enter the norm values in the cells in the tables number of
table cells depends whether the Norms Vary by Age &
Norms Vary by Race boxes are chec

To preview tracing of analysis

It shows theracing created using your custom anal’

Symbols
When you add an item to your custom analysis, éltectec
Displays on measurement te item moves tdhe Used Measurements, Used Tra
Lines, or Used Misc. Landmarks list box, as apgeter
Displays on tracing
If the item is a measurement, a symbol in thedeftmr indi-
cates whether the item will appear on measurenables ol

Displays on tracings a numb tracings. If the measuremerpioperties specify th
it should appear on both, the item appears t

Displays during tracing
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